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PHILIPS CR434B W60L60 1xLED48/840 AC-MLO / Luminaire Data Sheet
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Luminaire classification according to CIE: 100 Luminous emittance 1:
CIE flux code: 68 93 99 100 100
Glare Evaluation According to UGR
p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction parallel
X ¥ to lamp axis to lamp axis
2H 2H [ 12.2 133 12.5 13:5 13.7 123 13.3 12,6 135 13.8
3H | 13.1 14.0 13.4 143 145 131 14.1 134 143 14.6
4H | 13.4 143 137 145 14.8 134 14.3 13.8 14.6 14.8
6H | 13.6 14.4 13.9 14.7 15.0 13.6 14.4 13.9 14.7 15.0
8H | 13.6 14.4 14.0 4/ 15.0 13.6 14.4 14.0 14.7 15.0
12H | 13.6 143 14.0 14.6 15.0 13.6 14.4 14.0 14.7 15.0
4H 2H [ 125 133 12.8 13.6 13.9 125 13.4 12.9 13.7 13.9
3H | 135 14.2 13.9 14.6 14:9 13.6 14.3 13.9 14.6 14.9
4H | 14.0 14.6 143 14.9 153 14.0 14.6 14.4 14.9 153
6H | 14.2 14.8 14.6 151 155 14.2 14.8 14.7 15.2 155
8H | 14.3 14.8 14.7 15.2 15.6 14.3 14.8 14.7 15.2 15.6
12H | 143 14.7 14.7 15.1 15.6 14.3 14.8 14.8 15.2 15.6
8H 4H | 14.1 14.6 14.5 15.0 15.4 14.1 14.6 145 15.0 15.4
6H [ 14.4 14.8 14.9 15.3 15.7 14.5 14.9 14.9 15.3 15.72
8H | 146 149 15.0 153 158 14.6 14.9 15.0 15.3 15.8
12H | 146 149 15.1 153 158 146 14.9 15.1 15.4 15.8
12H 4H | 141 145 145 149 153 14.1 14.5 14,5 14.9 15.4
6H | 145 148 149 152 157 145 14.8 14.9 15.3 15.7
8H [ 146 149 15.1 153 158 14.6 14.9 15.1 15.3 15.8
Variation of the observer position for the luminaire distances S
S=1.0H +0.8 / -1.4 +0.8 / -14
S=15H +2.0 / -24 +2.0 [/ -24
S =20H +35 [ =31 +35 [ -31
Standard table BK02 BKO02
CorrectioT 6.4 63
Corrected Glare Indices referring to 3900Im Total Luminous Flux
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DENNA MIESTNOST / Summary
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Height of Room: 2.700 m, Mounting Height: 2.700 m, Maintenance factor:
0.80

Values in Lux, Scale 1:112

Surface p [%] E,, [IX] E min [IX] E max [X] u0
Workplane / 644 466 731 0.724
Floor 20 542 290 673 0.535
Ceiling 70 107 76 119 0.712
Walls (4) 50 221 87 359 /
Workplane: UGR Lengthways- Across  to luminaire axis

Height: 0.750 m Left Wall 14 14

Grid: 64 x 64 Points Lower Wall 14 14

Boundary Zone: 0.500 m (CIE, SHR =1.00.)

llluminance Quotient (according to LG7): Walls / Working Plane: 0.329, Ceiling / Working Plane: 0.166.

Proportion of points with less than 400 Ix (for IEQ-7): 0.00%.

Luminaire Parts List

No. Pieces Designation (Correction Factor) @ (Luminaire) [Im]
PHILIPS CR434B W60L60 1xLED48/840 AC-

! 12 MLO (1.000) 3900

Total: 46800

Specific connected load: 8.21 W/m? = 1.28 W/m?#/100 Ix (Ground area: 59.90 m?)

DIALux 4.12 by DIAL GmbH

@ (Lamps) [Im]
3900
Total: 46800
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REKONSTRUKCIA BUDOVY ZS TURNIANSKA

Height of working plane: 0.750 m

Boundary Zone: 0.500 m
Maintenance factor: 0.80

Height of Room: 2.700 m
Ground area: 59.90 m?

Surface Rho [%]
Floor 20
Ceiling 70
Wall 1 50
Wall 2 50
Wall 3 50
Wall 4 50

DIALux 4.12 by DIAL GmbH

— DIALUX

Operator
Telephone
Fax

e-Mail

17.12.2016

DENNA MIESTNOST / Input Protocol

from ( [m] | [m]

(6.925 | 0.000
(6.925 | 8.650

)
/
/
(0.000 | 0.000)
)
)
(0.000 | 8.650 )

towards ( [m] | [m] )

/

/
(6.9250.000)
(6.925 | 8.650 )
(0.000 | 8.650 )
(0.000 | 0.000)

3

Length [m]
/

/
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6.925
8.650
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DENNA MIESTNOST / Luminaires (coordinates list)

PHILIPS CR434B W60L60 1xLED48/840 AC-MLO
3900 Im, 41.0 W, 1 x 1 x LED48/840/- (Correction Factor 1.000).
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Position [m]
Y
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Rotation [°]
Y

0.0
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0.0
0.0
0.0
0.0
0.0
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0.0
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90.0
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