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14-500/160
2,5-PV3/8",PN3/8"

48,2kg/h

[
®

18-500/160
3-PV3/8",PN3/8"

61, 9kg/h

17-500/160
3,5-PV1/2",PN1/2"

58,5kg/h

/h

58 5ke
,5kg/h

17-500/160
2,5-PV1/2" PN1/2"

17-500/160
5-PV1/2",PN1/2"

58,5kg/h

JESTVUNICT SKMY UZATVARACI VENTL

JESTVUNCE UZATVARACKE SUPATKO

JESTVUNIC VYPUSTACI KoHDT

VYSKOVY SYSTEM : B.p.v.
+0,000 = 137,900 B.p.v.

110, 1kg/h

% 32-500/160
@ \ 5-PV1/2",PN1/2"

VYPRACOVAL

ZODP. PROJ.

HIP

ING.MECIAR Stanislav

ING.MECIAR Stanislav

ING.BANIK Allan

UK ozvacine STAvEBNiH0 JA0RA S Rozvoom

KRAJ:  BRATISLAVSKY | MIESTO: BRATISLAVA, TURNIANSKA UL.

LEGENDA MIESTNOSTI
OZNAC. NAZOV MIESTNOSTI PLOCHA
2.01 SCHODISTE 17,28
2.02 | vyfaH 2,25
2.03 PODESTA 14,83
2.04 | cHoDBA 77,65
2.05 MIESTNOST POHYB. VYCH | 155,70
2.06 | KABINET 11,10
2.07 UPRATOVACKA 3,32
2.08 PREDS. WC-DIEVCATA 3,80
2.09 WC-DIEVCATA 7,95
2.10 | WC-UCITELIEK 1,35
211 WC-CHLAPCI 7,95
2.12 | wc-UCITELOV 1,35

LEGENDA MIESTNOSTI
213 PREDSIEN WC-CHLAPCI 3,80
214 UCEBNA 61,64
2.15 SATNA 12,65 LEGENDA VYKUROVANIA
2.16 SATNA 17,20 5 .50/%0 LIATNOVY CLANKOVY RADIATOR - KALOR
- JESTVUNCI INSTALOVANY NA STAVBE
217 UNIKOVE SCHODISTE ] SiRKA VYKUROVACEHO TELESA [na
2.18 MEDZIPODESTA ) VYSKA VYKUROVACIEHO TELESA
v POCET CLANKOV
2.19 | SCHODISTE 10,54
290 GAJOVA KUCHYNKA PV DVOJREGULACNY RADIATOROVY VENTL V 4232
: 10,10 PN RADIATOROVA SPOXKA
2.21 KABINET 13,19 VYKUROVANIE  priooges o spofioné poiribe.
e — PLASTHLIKOVE RURKY ZAZOLOVANE
2.22 | KABINET 12,06 Veded v podte
POZNAMKA
2.23 | UCEBNA 61,35 XSTVUIUCE VYKUROVACE TELESA S NAPOXE  BOKU.
ROZVODNY SYSTEM STUPACKY A PRIPOJKY K VYKUROVACIM TELESAM NE SU IZOLOVANE.

OKRES: BRATISLAVAV | INVESTOR: MC PETRZALKA FORMAT
REKONSTRUKCIA BUDOVY Z8 TURNIANSKA  orooer
ZA UCELOM NAVYSENIA KAPACIT MS -
STAV.OBJEKT: ARCH. C.
PROFESIA: E-4 VYKUROVANIE
MIERKA SADA

PODORYS 2. NADZEMNEHO PODLAZIA (0,000)
SUCGASNY STAV - BURACIE PRACE




