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PHILIPS DN125B D187 1xLED10S/840 / Luminaire Data Sheet

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 59  90  98  100  100

Luminous emittance 1: 
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Chodba 1.02 / Summary

Height of Room: 2.700 m, Mounting Height: 2.803 m, Maintenance factor: 
0.80

Values in Lux, Scale 1:106

Surface  [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane /  98 70 123 0.718
Floor 20 70 42 84 0.603
Ceiling 70 17 12 19 0.690
Walls (4) 50 39 14 70 /

Workplane:
Height: 0.750 m
Grid: 128 x 16 Points 
Boundary Zone: 0.500 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.409, Ceiling / Working Plane: 0.173. 
Proportion of points with less than 400 lx (for IEQ7): 100.00%. 

Luminaire Parts List

Specific connected load: 1.84 W/m² = 1.89 W/m²/100 lx (Ground area: 35.28 m²) 

No. Pieces Designation (Correction Factor)  (Luminaire) [lm]  (Lamps) [lm] P [W]

1 5 PHILIPS DN125B D187 1xLED10S/840 
(1.000)  1000 1000 13.0

Total:  5000 Total:  5000 65.0
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Chodba 1.02 / Input Protocol

Height of working plane: 0.750 m
Boundary Zone: 0.500 m

Maintenance factor: 0.80

Height of Room: 2.700 m
Ground area: 35.28 m²

Surface Rho [%] from ( [m] | [m] )  towards ( [m] | [m] )  Length [m]

Floor 20 /  /  / 
Ceiling 70 /  /  / 
Wall 1 50 ( 0.000 | 0.000 )  ( 14.700 | 0.000 )  14.700
Wall 2 50 ( 14.700 | 0.000 )  ( 14.700 | 2.400 )  2.400
Wall 3 50 ( 14.700 | 2.400 )  ( 0.000 | 2.400 )  14.700
Wall 4 50 ( 0.000 | 2.400 )  ( 0.000 | 0.000 )  2.400
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Chodba 1.02 / Luminaires (coordinates list)

PHILIPS DN125B D187 1xLED10S/840
1000 lm, 13.0 W, 1 x 1 x LED10S/840/ (Correction Factor 1.000).

No. Position [m] Rotation [°]
X Y Z X Y Z

1 1.470 1.200 2.803 0.0 0.0 90.0
2 4.410 1.200 2.803 0.0 0.0 90.0
3 7.350 1.200 2.803 0.0 0.0 90.0
4 10.290 1.200 2.803 0.0 0.0 90.0
5 13.230 1.200 2.803 0.0 0.0 90.0
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