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Operator
Telephone

Fax
e-Mail

PHILIPS DN125B D187 1xLED10S/840 / Luminaire Data Sheet

Luminous emittance 1:

105° 1052
90° 90°
75° 75°
60° 200 60°
300
45° 450
400
500
30° 157 0° 15% 30°
cd/klm =100%
——C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Luminous emittance 1:

CIE flux code: 59 90 98 100 100

Glare Evaluation According to UGR

p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20

Room Size Viewing direction at right angles Viewing direction parallel

X ¥ to lamp axis to lamp axis

2H 2H [ 20.9 22.0 21.1 222 224 20.9 22.0 211 222 22.4

3H| 214 224 217 227 229 | 214 224 217 227 229
4H | 215 225 219 228 231 215 25 219 228 231
6H | 21.7 226 221 229 232 | 217 226 221 229 23.2
8H | 21.8 226 221 229 232 | 218 226 221 229 23.2
12H | 21.8 226 222 229 233 | 21.8 226 222 22.9 23.3

4H 2H | 211 220 214 223 226 | 211 20 214 223 22.6
3H| 217 225 221 229 232 | 27 25 241 22.9 23.2
4H | 220 227 224 230 234 | 220 227 224 230 23.4
6H | 222 229 226 232 236 | 222 229 226 232 23.6
8H | 223 229 228 233 237 | 223 229 228 23.3 23.7
12H | 224 229 229 233 238 | 24 229 229 23.3 23.8

8H 4H [ 220 226 225 23.0 234 | 20 226 225 23.0 234
6H | 224 229 229 233 237 | 224 229 229 233 237
8H | 226 23.0 231 234 239 | 226 230 231 234 239
12H | 227 231 232 235 240 | 227 231 232 235 24.0
12H 4H | 220 225 225 229 234 | 220 225 225 22.9 23.4
6H | 224 228 229 233 238 | 224 228 229 233 23.8
8H [ 226 230 231 234 239 | 226 230 231 234 239

Variation of the observer position for the luminaire distances S

S=1.0H +0.3 / -0.5 +03 / -05
S=15H +0.7 / -1.3 +0.7 / -1.3
S =20H +L5 [ -25 415 [ -25
Standard table BK02 BKO02
CorrectioT 52 5.2

Corrected Glare Indices referring to 1000Im Total Luminous Flux
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Chodba 1.02 / Summary
240 m
100 ~ 100 N — 100 100 ~— 100 1.90
/o— \ 120100 ©® ) /© \ /; )
.50
[l 1 1 Il Il 1 i 000
0.00 1.47 4.41 7.35 10.29 13.23 1470 m
Height of Room: 2.700 m, Mounting Height: 2.803 m, Maintenance factor: Values in Lux, Scale 1:106
0.80
Surface p [%] E,, [IX] Emin [IX] Emax [IX] u0
Workplane / 98 70 123 0.718
Floor 20 70 42 84 0.603
Ceiling 70 17 12 19 0.690
Walls (4) 50 39 14 70 /
Workplane:
Height: 0.750 m
Grid: 128 x 16 Points
Boundary Zone: 0.500 m
llluminance Quotient (according to LG7): Walls / Working Plane: 0.409, Ceiling / Working Plane: 0.173.
Proportion of points with less than 400 Ix (for IEQ-7): 100.00%.
Luminaire Parts List
No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im] P [W]
1 5 PHILIPS DN125B D187 1xLED10S/840 1000 1000 13.0
(1.000)
Total: 5000 Total: 5000 65.0
Specific connected load: 1.84 W/m? = 1.89 W/m?#*100 Ix (Ground area: 35.28 m?)
a~
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Height of working plane: 0.750 m
Boundary Zone: 0.500 m

Maintenance factor: 0.80

Height of Room: 2.700 m
Ground area: 35.28 m?

Surface Rho [%]
Floor 20
Ceiling 70
Wall 1 50
Wall 2 50
Wall 3 50
Wall 4 50
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Chodba 1.02 / Input Protocol

from ([m] | [m])

/

/

(0.000 | 0.000)
(14.700 | 0.000 )
(14.700 | 2.400 )
(0.000 | 2.400)

towards ( [m] | [m])

/
/
(14.700 | 0.000 )
(14.700 | 2.400 )
(0.000 | 2.400 )
(0.000 | 0.000)

Length [m]
/

/

14.700
2.400
14.700
2.400
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PHILIPS DN125B D187 1xLED10S/840
1000 Im, 13.0 W, 1 x 1 x LED10S/840/- (Correction Factor 1.000).

Operator
Telephone
Fax

e-Mail

DIALux
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Chodba 1.02 / Luminaires (coordinates list)

® ©, ® ®
No. Position [m] Rotation [°]

X Y V4 X Y
1 1.470 1.200 2.803 0.0 0.0
2 4.410 1.200 2.803 0.0 0.0
3 7.350 1.200 2.803 0.0 0.0
4 10.290 1.200 2.803 0.0 0.0
5 13.230 1.200 2.803 0.0 0.0
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90.0
90.0
90.0
90.0
90.0
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